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SHOCK-TUBE HEAT-TRANSFER MEASUREMENTS ON INNER
SURFACE OF A CYLINDER (SIMULATING A FLAT PLATE) FOR
STAGNATION-TEMPERATURE RANGE 4,100° TO 8,300° R

By Jim J. Jones
SUMMARY

A shock-tube investigation has been made of the heat-transfer rate
to the inmer surface of a hollow cylinder. The Reynolds number range
was from approximately 2 X 102 to 2 x 107. The Mach number range was
from about 1.8 to 2.4. The stagnation-temperature range was from 4,100°
to 8,300° R.

The turbulent results could be correlated with a curve similar in
form to the classical incompressible relation, except that the heat-
transfer parameter was based on enthalpy rather than temperature.

Very little laminar-boundary-layer data were obtained. Boundary-
layer transition occurred at a Reynolds number of about 5 X 10°.

INTRODUCTION

Turbulent boundary layer may well exist over a large portion of a
hypersonic vehicle for some flight conditions and the expected heating
rate must therefore be calculated on the basis of turbulent flow. How-
ever, lack of understanding of the fundamental structure of turbulence
has made it necessary to rely on empirical relations for estimating skin
friction and heat-transfer rate. For hypersonic flight speeds, the real-
gas effects introduce new uncertainties into the problem.

Only a very limited amount of heat-transfer data has been cbtained
in the real-gas regime. In reference 1 an approximate analysis is pre-
sented for turbulent flow in a partially dissociated gas with the effects
of atomic diffusion included. Since that analysis was intended primarily
for studying the reentry of a blunt-nosed body, where the local Mach num-
ber would be much less than the free-stream Mach number, it is essentially
an incompressible analysis. The resulting heat-transfer equation for the
case of a flat plate, in terms of the Nussell number Ny, Reynolds



number Np,, and Prandtl number Npr, is (free-stream conditions denoted
by subscript «)

B hd,oo 0.8 1/3
(NNu>real gas = 0-02911 + <N1e - 1>fq:j; Re,wNPé,w

This relation differs from the classical incompressible relation
for turbulent flow in that a term (in brackets) involving the Lewis num-
ber Ni. to some power B and the fraction of the total enthalpy in

h
dissociation in the free stream —945 is included to account for the
,00
effects of atomic diffusion. One other important difference is that the

Nusselt number is based on enthalpy rather than temperature as the driving

potential. The free-stream stagnation enthalpy is used as the recovery
enthalpy in reference 1. For conditions similar to those of the present
tests in which the local Mach number is low and the wall enthalpy is
small compared with the total enthalpy, the assumption of a recovery
factor of, say 0.9, would increase the Nusselt number by less than

5 percent.

Reference 1 also presented heat-transfer measurements, obtained in
a shock tube, on the cylindrical portion of a hemisphere-cylinder model.
The results correlated fairly well with the incompressible relation

(using enthalpy as the driving potential), which requires that Nge = 1.

It was shown, however, that a slightly better correlation could be
obtained for Nb_ = 1.k.

In the present investigation, heat-transfer measurements were made
in the high-pressure shock tube in the Langley gas dynamics laboratory
on the inner surface of a glass cylinder which was axially alined with
the flow. Since the leading edge was sharp and the boundary-layer dis-
placement thickness was estimated to be only about 3 to 4 percent of the
radius of the cylinder at the downstream end, the pressure gradient was
small and was neglected. Thus, the fundamental difference between this
model and that of reference 1 is the absence of a strong bow shock wave
for the present case.

The Reynolds number range of these tests, based on x and local-
stream conditions, was from about 2 X 102 to 2 X 107. Since the tests
were conducted in a constant-area shock tube, the Mach number varied
from about 1.8 to 2.4. The stagnation-temperature range of the tests
(4,100° to 8,300° R) corresponds to that encountered in flight at
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100,000 feet for the Mach number range of 7 to 14. The degree of dis-
sociation was small; however, the stream conditions are shown to be
applicable to practical flight conditions.
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SYMBOLS

Btu
Slug-oR

Btu
Slug-°R

specific heat at constant pressure,

specific heat of wall material,

sq 't
sec

diffusion coefficient,

Btu
slug

enthalpy,

fraction of total enthalpy in dissociation in free stream

Btu

thermal conductivity,
(sec)(££)(°R)

Dp Cp

Lewis number,

Mach number

QXNpr,w
“'co(h’t,oo - hw)

Nusselt number,

CpH
Prandtl number, N

Reynolds number, aVx

b
static pressure, -—1—— abs

sq in.
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Btu

heat-transfer rate,
(sq ft)(sec)

temperature, °R

temperature rise of model surface, Ty - Ty initials °r

velocity, ft/sec

distance along cylinder eaxis from leading edge, ft unless
otherwise indicated

power of Lewis number in heat-transfer equation
varieble of integration in equation (1)

viscosity, Slugs
ft-sec
Slugs

densit
s cu ft

time after shock passage, sec

properties based on reference enthalpy

Subscripts:

g

r

glass-model properties

recovery, or adiabatic wall condition
shock-wave conditions

total, or stagnation conditions

wall conditions

local-stream conditions just outside boundary layer

In this paper, the local-stream conditions are assumed to be the

same as the conditions immediately behind the primary (moving) shock
wave at the instant it passes over the model.
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APPARATUS

The shock tube used for this investigation is the same one described
in reference 2. The driver chamber is about 14 feet long and the low-

pressure chamber is about 90 feet long. Both chambers are 5% inches in

diameter. The model was mounted approximately T4 feet from the diaphragm

station. At the model station the chamber was divided to form a Y-section
and the flow exhausted through two tubes downstream of the model station.

(See fig. 1.)

The models were Pyrex tubes, 24 inches long, with an outside diam-
eter of 50 millimeters. Five models were tested, differing only in wall
thickness and location of measuring stations. The model geometry is
summarized in the table shown in figure 1. The wall thickness of the
models was increased in an attempt to prevent breakage of the model;
however, each of the models was eventually destroyed in testing. Inspec-
tion between runs showed no sign of damage prior to the run in which the
nodel was destroyed.

Each of the models had a hardened-steel leading edge which was sharp
(less than 0.001 inch blunt) and smoothly joined at the juncture with a
glass-to-metal cement.

Three platinum Hanovia paint resistance thermometers (ref. 3) were
applied to the inner surface of each model. The strips were about
1/16 inch wide (axial dimension) by 1/2 inch long (circumferential

dimension). The thickness was of the order of 10'6 inches.

The static-pressure history measurements were made using a quartz-
crystal pressure transducer mounted in the wall of the shock tube. Ioni-
zation probes were used along with the pressure transducer and thermometer
elements to detect the travel of the shock wave.

Both pure hydrogen and a hydrogen-oxygen-helium combustion were
used as drivers for these tests. The initial pressure in the low~
pressure chamber varied from 10 to 150 millimeters of mercury absolute.
The range of shock Mach number was from 4.61 to 8.45 as measured at the
model leading edge.

RESULTS AND DISCUSSION

A typical temperature-time history obtained from a resistance ther-~
mometer is presented in figure 2. (The circular symbols merely represent



the points at which the oscillograph record was read.) The time of
passage of the shock wave across the face of the thermometer element is
less than 1 microsecond and therefore essentially instantaneous in the
present time scale. Immediately following the passage of the shock wave
is a period of unsteady boundary-layer development in which the boundary
layer increases its thickness with time. This period appears on the
record as an interval of nearly constant surface temperature. This
unsteady boundary layer is essentially the same phenomenon as that which
occurs on the walls of the shock tube. The unsteady boundary-layer
development persists approximately until the particles which were set in
motion by the shock wave at the instant it reached the model leading edge
have passed over the point of measurement. Thus, the order of magnitude
of the unsteady-flow time or "starting" time can be approximated by

x(%L - j;>. For the sample record shown, the starting time calculated

Voo Vg
in this manner would be sbout 20 microseconds. The oscilloscope record
indicated the time to be about 35 microseconds.

After the starting process, nearly steady flow exists for the dura-
tion of the flow of air over the model. Conditions are not constant
during the run because perturbations of the temperature, pressure, and
velocity result from the boundary-layer development along the walls of
the shock tube. These phenomena are referred to herein as attenuation
effects.

It is necessary to obtain the heat-transfer rate from the measured
surface-temperature history. This problem is discussed in some detail
in reference 3. The solution of the one-dimensional heat-flow equation
in a semi-infinite slab (thus, the presence of the thermometer is neg-
lected) gives the heat flux q at any time T and surface-temperature
history F(A) as

d
q = ukgpgcw,g fT -d—}\- FOV ar (1)
T 0 VT - A

where A 1s the variable of integration. Reference 3 gives the develop-
ment of this equation as well as more exact forms to account for the
presence of the thermometer. Equation (1) can be written as

(2)

\kgPgcw, g |F(x) L1 f* F(t) - FO) o
0

T 2 Jo (r-n)3

NY o A\ N =
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Numerical difficulties are encountered in evaluating the integral
as A approaches 7. The method used herein to avoid these difficulties
was to evaluate the integral from O to T1 Wwhere T1 was taken as 0.9T1

and to assume a straight-line function for F(A) from Ty to T. Thus,
equation (2) becomes

q:

egpecvglF(r) | 1 [ED-EO) g P - M)l
0

7 T 2 (r - x)3/2 V;_:_;I

Rewriting the last term gives

q:

Vkgogew,gP(r) . 1 foTl F(r) - FON) 4 , F(r) - F(7y) ] )

b1 T 2 (T - )\)5/2 T = Tl

If the surface temperature is proportional to the square root of time
for the interval Ty to T, the assumption of a linear variation results

in an underestimation of q by 4 percent. Thus, if the linear approxi-
mation is used and the result is corrected by 4 percent the method becomes
very nearly exact.

The experimental heat-transfer rates have been calculated at several
values of T using equation (4). Figure 3 presents the values of q
obtained at T = 0.2, 0.4, 0.6, and 0.8 millisecond for the run shown
in figure 2. TFigure 3 shows that the heat-transfer rate increases rather
rapidly with time, having increased by one-third in 0.8 millisecond. The
trend of all the data is for q to increase with time since the attenua-
tion effects result in an increase of pressure and stagnation temperature
with time. For a number of the runs the instantaneous values of the flow
properties were evaluated approximately at the times for which the heat
flux was determined and it was found that all the data correlated on a
Nusselt number-Reynolds number basis, within the accuracy of the experi-
ment. Thus, nothing new is added by presenting the data for several
values of 7. Because of this and because the flow properties can be
evaluated most accurately immediately after shock passage, only data for
time T = 0.2 millisecond are included in this paper.

The heat-transfer data based on stream conditions are presented in
figure 4 in the form NNu/NPr plotted against Nio. The flow conditions

of all the runs are presented in table I. These are stream conditions
jimmediately after shock passage, based on real-gas tables. (See refs. 4
to 6.)



The curves shown for laminar and turbulent boundary-layer flow in
figure 4 represent the classical incompressible flat-plate relations,
employing the modified Reynolds analogy and using the enthalpy difference
as the driving potential. Reference 1 gives for the turbulent boundary
layer on a flat plate

1/3 B d,w
Ny, = 0.029Np,. |1 + (NLe - 1) :

where the fluid properties are evaluated just outside the boundary layer.
Thus, if the dissociation energy is a negligible part of the total enthalpy,

or if Nge = 1, the equation is identical with the incompressible form.
For the temperature range of the present tests, the quantity hd,m/ht,w
is small - of the order of 0.01. Therefore, the factor N%e is of 1little

importance in this range and a value cannot be determined from the experi-
ment with any suitable accuracy. The data tend to substantiate the theo-
retical curve as regards the value of the constant coefficient and the
power of the Reynolds number for this range. It may be seen that most of
the data points lie within 10 percent of the curve. A few points, how-
ever, differ from the theoretical value by as much as 30 percent. Thus,
the results are in essential agreement with the data of reference 1 which
were obtained on the cylindrical portion of a hemisphere-cylinder.

Only a few points were obtained for a laminar boundary layer. On
those runs for which the laminar heating rate was observed, transition
to turbulent heating appeared to occur after approximately 0.5 millisec-
ond. This transition was believed to be due to the entrance into the
tube of the boundary layer on the shock-tube wall. This boundary layer
grows continuously at the model station during the period of the flow
of air over the model. Since the runs for which the laminar data were
obtained were those runs with the lowest value of Reynolds number per
foot, the boundary layer on the shock-tube wall grew the most rapidly.
When its thickness was great enough to include the flow entering the
model, the turbulence introduced into the model boundary layer could be
expected to promote transition.

Transition on the model occurred at a Reynclds number of the order
of 5 X 105. This seems to be a low value of transition Reynolds number
in comparison with most supersonic wind-tunnel results at similar Mach
numbers, although reference 7 reports similarly low transition Reynolds
numbers for high boundary-layer coocling rates. However, very little is
known about the turbulence level behind a strong shock wave in a shczk
tube as compared with the turbulence level in a supersonic tunnel or in

=W H
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free flight. Thus, comparisons of transition Reynolds numbers sre of
dubious value at the present time.

For practical engineering application the reference-temperature cr
reference-enthalpy method has proved to be of value. Reference 8 out-
lines this method and gives the following equation for the reference
enthalpy h' (called i* in ref. 8):

h' = hy, + 0.5(hw - hw> + O.22(hr - hm)

For each run of the present investigation the flow properties were
evaluated at the temperature corresponding to the reference enthalpy h',
and the parameters Ny, and NRe were calculated. The Prandtl number

was held constant at a value of 0.7l and, in order to evaluate hy, the

recovery factors were assumed to be equal to |Np, and Npy for

laminar and turbulent flow, respectively. The data in the transition
region were assumed to have a turbulent recovery factor.

It may be seen in figure 5 that the agreement of data based on the
reference termperature with the incompressible turbulent curve is not
quite so good as the agreement shown in figure 4 for the free-stream
temperature form. The data appear to have shifted away from the curve
by about 20 percent, but the scatter of the data is essentially unchanged.
The equation for h' was empirically determined, however, for much
smaller values of hm/hw, and it would appear that only a slight change
in the constants of the equation for h' would adapt it satisfactorily
to the present range of hg/hy.

It cannot be tacitly assumed that the gas is in chemical equilibrium
for the short times in which heat-transfer data were taken. An estimate
of the relaxation time of the oxygen dissociation, based on reference 9,
indicates that for Mg = 8.45 (upper limit of the present tests) the flow

passing over a thermometer element approaches equilibrium in about 30 micro-

seconds. This time is fairly short compared with T = 200 microseconds
for which the heat-transfer rate was determined. The possibility of non-
equilibrium gas conditions, however, is not an important factor for these
tests because the dissociation is slight, as indicated by the small value
of hy oo/ht o

3 2
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APPLICATION TO FLIGHT

The Mach number of the flow produced in a constant-area shock tube
is inherently low (see table I) even for those cases where the stagnation
temperature is very high. The low Mach number, of course, implies higher
static temperatures than those encountered in the atmosphere. Thus, it
may not be altogether obvious where data such as that obtained in the
present investigation may be applied without large extrapolations of
Mach number effect.

One direct application of the data is to a compression surface
behind a blunt leading edge. One effect of a blunt leading edge (which
is required on hypersonic vehicles to maintain tolerable heat-transfer
rates) is to produce a region of flow in the vicinity of the surface
which has a higher entropy as a result of the flow having been processed
by the near-normal portion of the bow shock wave. (See ref. 10.) The
presence of this shock layer means that the boundary layer develops in
a region of reduced Mach number and elevated static temperature as com-
pared with that on the sharp-leading-edge configuration.

If a blunted, two-dimensional wedge is used as a simplified example,
conditions may be selected so that the flow over the wedge is similar to
the flow conditions of one test of the present investigation. For the
test selected, the flow conditions may be compared with those on an 8°
half-angle wedge having a blunt leading edge and flying at M = 13.5 at
an altitude of 70,000 feet. The flow conditions in the shock layer just
outside the boundary layer, some distance from the leading edge, are pre-
sented for the wedge with corresponding conditions for the test selected
in the following table:

Flow conditions . Pres?nt - 8° half-angle
investigation wedge
1 2.40 2.46
Tws» OR . v v v v o 5,690 5,760
Poos 1b/sq in. 8bs . . . . . . . . . 9.53% 10.3
Ty, OR v v o 0 v o s e e s 8,280 8,280
Py, 1b/sq in. abs . . . . . . . .. 181 162

The agreement could be improved by selecting the flight conditions
more precisely. The example shows that the conditions of the present
teste are within the range of practical interest.

NN =3 W H
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CONCLUDING REMARKS

A shock-tube investigation has been made of the heat-transfer rate
to the inner surface of a hollow cylinder. The stagnation-temperature
range of the tests was from 4,100° to 8,300° R. The Reynolds number
range was from approximately 2 X 105 to 2 X 107 and the Mach number range
was from about 1.8 to 2.4.

The results indicate that the classical incompressible relation,
with the modified Reynolds analogy, adequately predicts the turbulent
heat-transfer rate for this range if the difference between stagnation
enthalpy and wall enthalpy is taken as the driving potential. The agree-
ment was not so good when the flow properties were based on the tempera-
ture corresponding to reference enthalpy.

Very little laminar-boundary-layer data were obtained in these tests.
Transition to turbulent flow occurred at a Reynolds number of about

5 X 102. In those tests in which a thermometer element indicated laminar
flow initially after shock passage, transition to a turbulent heating
rate occurred in about 0.5 millisecond. This transition was apparently
due to the boundary layer on the shock-tube wall having grown to a thick-
ness sufficient to include the flow entering the model.

Langley Research Center,
National Aeronautics and Space Administration,
Langley Field, Va., July 9, 1959.
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TABLE I.- FLOW CONDITIONS OF THE TESTS

15

Model Mg Moo Doy Teos Do Tt,
1b/sq in. abs R by R
1 5.20 1.83 30.3 3,112 6.03 4,590
1 5.50 1.89 33.9 3,400 6.72 4,710
2 6.05 1.98 16.0 3,790 7.56 5,600
2 6.25 2.01 17.0 3,868 7.76 5,720
2 5.63 1.91 21.k4 3,425 6.73 5,130
3 7.45 2.2% 13.1 5,042 11.26 7,128
3 7.00 2.15 17.1 4, 669 9.97 6,516
3 6.17 2.01 26.5 3,978 8.06 5,815
3 5.71 1.92 38.1 3,430 6.74 5,060
3 5.64 | 1.90 37.0 3,367 6.59 | 4,930
3 4.93 1.79 544 2,830 5.34 4,150
3 L.93 1.79 54.4 2,800 5.32 4,120
i 6.70 2.10 1525 4, LLo 9.27 6,660
i 6.95 2.14 17.35 4,700 10.03 6,700
L 7.70 2.27 13.96 5,285 12.28 7,520
L 7.50 2.2% 10.4 5,220 12.07 7,250
L 8.45 2.40 .9.53% 5,690 14.7 8,280
5 6.60 2.04 20.3 4 370 9.05 6,120
5 7.91 2.31 14.9 5,305 12.42 7,525
5 8.10 2.33 1h.k 5,380 12.83 7,700
5 8.0k 2.27 76.1 5,670 13.12 8,300
5 6.66 2.06 51.5 4,505 9.45 6,510
5 6.72 2.08 78.6 5 ,585 9.70 6,700
5 5.68 1.91 4.6 3,530 6.98 5,240
5 L.61 1.75 72.6 2,550 4.81 3,760
5 6.88 2.10 109.4 L 605 10.19 6,820
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Figure 2.- Typical thermometer output during a run.
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Figure 3.- Time variation of heating rate during a run.
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Figure U4.- Heat-transfer data based on stream conditions.
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Figure 5.- Heat-transfer data based on reference enthalpy h'.
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